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150w LED Flood/Area Light (120~347VAC)  

Specifications
Input Voltage: 120~347VAC
Power Frequency: 50/60Hz
Power: 150W
Lumen Output: 21000lm
CCT: 4000K-5700K
CRI: >70
Power Factor: >0.95
LED Chip: SMD3030
Driver: UL Listed
Lens: PC Type III
Housing: Die-Cast Aluminium, Anti-Corrosion
Operating Temperature: -30˚C-50˚C
IP Rating: IP66
Certifications/Warranty: ETL/cETL, DLC
Warranty: 10 years 
L70 Lifespan: >50,000hrs
Weight: 5kg

Lux Chart Photometrics

Dimensions

Ordering Information
EGT-SBX2-150w-120/347V-XK-Y

*X denotes colour temperature
*Y denotes mounting option

Mounting Options
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1m 119.78cm1419,2024lx

2m 239.56cm354.8,506.0lx

3m 359.34cm157.7,224.9lx

4m 479.13cm88.70,126.5lx

5m 598.91cm56.77,80.96lx

6m 718.69cm39.42,56.22lx

7m 838.47cm28.96,41.31lx

8m 958.25cm22.18,31.63lx

9m 1078.03cm17.52,24.99lx

10m 1197.81cm14.19,20.24lx

Height Eavg,Emax DiameterAngle:61.84deg

Flux out:1610 lm
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