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100w LED Flood/Area Light (120~347VAC)  

Specifications
Input Voltage: 120~347VAC
Power Frequency: 50/60Hz
Power: 100W
Lumen Output: 14500lm
CCT: 4000K-5700K
CRI: >70
Power Factor: >0.95
LED Chip: SMD3030
Driver: UL Listed
Lens: PC Type III
Housing: Die-Cast Aluminium, Anti-Corrosion
Operating Temperature: -30˚C-50˚C
IP Rating: IP66
Certifications/Warranty: ETL/cETL, DLC
Warranty: 10 years 
L70 Lifespan: >50,000hrs
Weight: 5kg

Lux Chart Photometrics

Dimensions

Ordering Information
EGT-SBX2-100w-120/347V-XK-Y

*X denotes colour temperature
*Y denotes mounting option

Mounting Options

 

A
Slipfitter

B
Extrusion Arm

C
Trunnion
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Average Diffuse Angle(50%): 105.8°

C0-C180 C90-C270

Unit: cd
Beam Angle:136.5°Height Avg./Nadir. E Diameter / Area

1.0m 636.60/       5.01m / 19.75sq.m 2637.38lx

2.0m 159.15/      10.03m / 79.00sq.m 659.34lx

3.0m 70.73/      15.04m / 177.76sq.m 293.04lx

4.0m 39.79/      20.06m / 316.01sq.m 164.84lx

5.0m 25.46/      25.07m / 493.77sq.m 105.50lx

6.0m 17.68/      30.09m / 711.03sq.m 73.26lx

7.0m 12.99/      35.10m / 967.80sq.m 53.82lx

8.0m 9.95/      40.12m / 1264.06sq.m 41.21lx

9.0m 7.86/      45.13m / 1599.83sq.m 32.56lx

10.0m 6.37/      50.15m / 1975.09sq.m 26.37lx

Flux Out: 12573.43lm


